EVEN 
ASLY 


At EVENABLY, we envision a fi 
understanding the precise needs of our users 
transforms the ordinary into the extraordinary. l 
Foldable Walking Cane 


Our dedication lies in crafting innovative 


e 
SHUSHI (GUANGZHOU) TECHNOLOGY CO., LTD solutions that enhance lives with convenience, User Guide 


Customer Inquiries and Complaints 


reliability, and joy. 
support@evenably.com 


Our mission extends beyond providing a 
walking cane; it's about empowering individuals 
with a sense of dignity and freedom. 

We strive to exceed expectations, recognizing 
the significance of every detail. Our 
commitment is to offer unparalleled and 
steadfast support in your life, bringing comfort 


and assurance to every step. 
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PARTS DESCRIPTION UNFOLDING AND FOLDING CHANGING FOOT TIPS 


Unfolding: Single-foot Cane Tip: 
Extend the segmented shaft to Forcefully remove the rubber tip 
a straight position, insert and and securely attach the 
tighten the connection point to replacement tip. 
Wrist Strap Handle unfold the cane. 
O | | > | C) Use a tip with an inner diameter of 19mm 
|| U 
|| 
|| 
O | 
Telescopic | | , 
© Tube | | Multi-foot Base: 
2 = Unscrew the base 
© Folding: counterclockwise, screw in the 
. : Disengage the shaft at the connection point by pulling firmly, fold it, replacement base clockwise. 
Sawai? and secure with the strap. 
Adjustment 
Bead ~~" Locking 


Nut LENGTH ADJUSTMENT C!) Multi-foot bases need to be purchased separately 


= SPECIFICATIONS 
Dimensions: 14" x 5.7" x 1.6" 
Folding 
Tube —S Length Range: 31.5" - 38.6" 
Suggested Height: an- 67" Contents 
> i Weight Capacit Up to 350 Ib jee oe a 
: o s ; 
C1) Loosen the locking nut. (2) Press the adjustment bead and 7 Poey i Cane Tips*2 
adjust the length up or down. Material: High-grade Aluminum Alloy Travel: Bag? 
idi ( Handle: ABS with Soft Coating 
Foldin 
9 = : 
Strap Base Tip: Durable Rubber 
| A CAUTIONS 
Anti-slip - Use the correct handle grip. 
Foot Tip - Promptly replace worn foot pads. 
(3) Ensure the adjustment bead (4) Tighten the locking nut. 


fully pops out. 


